
ISTRUZIONI USO/INSTALLAZIONE
USER/INSTALLATION INSTRUCTIONS

MODULO 1 RELÉ SICUREZZA / SAFETY RELAY 2101-RS-24V
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ELECTRONIC CONTROL s.r.l. - Via Q. Sella, 147 - 21052 Busto Arsizio (Va) - Tel. 0331/382140 -Mail. INFO@ELECTRONICCONTROL.IT

CARATTERISTICHE RELE’  -  RELAY TECHNICAL DATA

COIL DATA
 - TYPE  OA56.4803L1/61
 - NOMINAL VOLTAGE   24VDC
  - VOLTAGE RANGE       16.8 - 33.6 VDC
 - NOMINAL CONSUMPTION  0.6 W
 
CONTACT DATA
 - CONTACT ARRANGEMENT    3NO / 1NC
 - CONTACT MATERIAL  AgCd O + 0,2 μm Au; AgNi 10
 - RATED INSULATION VOLTAGE   AC   V 250
 - SWITCHING VOLTAGE min./max.  AC/DC 10 / DC 250, AC 400 (AC/DC 100 mV / 60 V)
 - LIMITING CONTINUOUS CURRENT Ith   A   4 x 8
 - SWITCHING CURRENT min./max.   A         > 10 mA  / 8 (1 mA / 0,3 A)
 - SWITCHING POWER min./max.     VA       3 / 2000 (1 mVA / 7 VA)
 - SWITCHING POWER min./max.     W         0,1 / 200 (1 mW / 7 W)
 - SWITCHING CAPACITY 
  to IEC/EN 60 947-5-1         AC 15       AC V / A          NC: 230 / 2; NO: 230 / 3
                      DC 13       DC V / A         NC: 24 / 2; NO: 24 / 2
 - SWITCHING FREQUENCY MAX.  switching cycles / s 10
 - RESPONSE TIME/ Release time ms typically 20 / typically 6

OTHER 
 - TEMPERATURE RANGE °C - 25 ... + 85
 - DEGREE OF PROTECTION, housing IP40 IEC/EN 60 529
 - DIMENSION (mm)  L 36  H 93  P  65  
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